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GEYER KX-9B Features and Applications:

Quartz Crystal

@Ro

2015/863/EU complian

Package size: 5.0 x 3.2 x 1.0 mm, 2 pad footprint
Frequency range: 8.0 ~ 54.0 MHz
Moisture Sensitivity Level, MSL Level 1
Recommended for Industrial applications, Embedded
Networking equipment, Test and measurement instruments.
For further specifications, please contact us
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GEYER

quartz

technology

SMD-version

part no. 12.XXXXX
model KX - 9B
frequency range 8.0 ~54.0 MHz
mode fundamental

operating temperature

-20° ~ +70°C, -40° ~ +85°C (=KX-9BT)

available -40° ~ +105°C (=KX-9BE); -40° ~ +125°C (=KX-9BF)

storage temperature

-55° ~ +125°C

frequency tolerance at +25°C

+10 ~ £30 ppm, or specify

temperature tolerance
at -20° ~ +70°C; -40° ~ +85°C
-40° ~ +105°C, -40° ~ +125°C

+15 ~ £50 ppm, or specify
+30 ~ £50 ppm, or specify

load capacitance C.

standard 16 pF; available 10 ~ 20 pF or specify

series resistance R1 (ESR) max.

fundamental 8.0 ~ 11.9 MHz 100 Ohm

121 ~ 13.9 MHz 60 Ohm
14.0 ~ 199 MHz 50 Ohm
200 ~ 540 MHz 40 Ohm

aging at +25°C (first year) max. 12 ppm

shunt capacitance Co max. 5.0 pF

drive level max. 300 pw

contents of reel 1000 pcs.

Suggested soldering pad:

Tape specification:
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GEYER Electronic GmbH Behringstralle 6 D-82152 Planegg / Miinchen
Tel. +49 89 546868-0 quartz@geyer-electronic.de www.geyer-electronic.de
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